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NO. 4 BARS
12°C/C 2 WAYS

PLAN

48"
MAM, l

__j 2"cL.

Dy

SECTION A-A

PRECAST
areid DIMENSIONS

DIAMETER D D 4 W X
60" 6'-0'[ 5'-0'l 6" {3'-€6
12" |1-27]6-0 71°

NOTES:

I. THE COMDINATION ECCENTRICAL CONE REDUCER AND DRIP STONE LANDING SHALL BE USED ONLY WHEN THERE ARE PIPES CONNECTED TO THE RISER
UNITS. SEE CARROLL COUNTY PLATE No. 10! FOR PLACEMENT.

2. CONCRETE SHALL BE MIX NO. 6 ( 4500 PSI), )

3. REINFORCEMENT SHALL BE REMIFORCING BAPS OR WELDED WIRE FABRIC WITH A MINMUM AREA OF 0.5 W.ZFT FOR THE 60*DIAMETER COME UNIT
AND 0.18 INYFT FOR THE T2"DIAMETER CUNE UNIT.

4. THE MANUFAC TURER SHALL FORM MALE AND FEMALE ENDS OF JOINTS USING THEIR OWN DESIGN.

5. LIFT EYES SHALL BE PROVIDED FOR HANDLING.

6. COST FOR THE COMBINATION ECCENTRICAL CONE REDUCER AND DRIP STONE LANDING IS INCIUENTAL TO THE COST OF THE MANHOLE.

REVISED

DATE BY

CARROLL COUNTY, MARYLAND PRECAST COMBINATION PLATE

DEPARTAENT oF FuBLIC WoRKS | FLAT TOP REDUCER AND DRIP

G | STONE LANDING FOR 60" TO |
e 4-12-94 | 72" DIAMETER MANHOLES ua




10. 4 BAR
(FOR ALL UNITS )

SEE CHART

of

12" cL. TP,

—— REINFORCING BARS

2"cL. TYP,

SECTION A-A

PRECAST DIMENSIONS REINFORCING BARS PLACED 2 WAYS

MANHOLE

DIAMETER| D T W | X TOP LAYER BOTTOM LAYER
60" 6'-0'] & | 6" [3-6 N/A NO.5 AT 10°C/C
72" 7'-2"| 6" 7 |41 N/A NO.5 AT 10" C/C
YR B'-4'| 1 | 8 |58 N/A NO.5 AT 10*C/C
96" 9-6°"] 8" [ o' |6'-9"[n0.4 AT 8°C/C | NO. 6 AT B*C/C
120" n-g"l 9' | 10"|g'-10|NO. 4 AT 6" C/C | NO.5 AT &' C/C

NOTES

. CONCRETE SHALL BE MIX NO.& (4500 PSI).
. REINFORCEMENT SHALL MEET ASTM A 615 GRLDE 60.

oOOU A WN

. LIFT EYES SHALL BE PROVIOED FOR HAMDLING.

. THE MANUFACTURER SHALL FORM MALE AND FEMALE ENDS OF JOINTS USING THEIR OWN DESIGN.

. COST FOR THE COMBINATION FLATTOP REDUCER AND DRIP STONE LANDING IS INCIDENTAL TO THE COST OF THE MANHOLE.

. THE COMBINATION FLATTOP REDUCER DRIP STONE LANDING SHALL BE USED OMLY WHEN THERE ARE PIPES CONNECTED TO -THE RISER UNITS. SEE
SEE CARROLL COUNTY PLATE No. 10l FOR PLACEMENT.

REVISED

DATE BY

CARROLL COUNTY, MARYLAND
DEPARTMENT OF PUBLIC WORKS

L&?L\C_..L‘L 4-/2- 4

DIRECTOR DATE

PRECAST COMBINATION

ECCENTRICAL CONE REDUCER

AND DR|P STONE LANDING

FOR 60" & 120"DIA. MANHOLES

PLATE

104




6-2"'X 3/16"4 GALV. HANGER

1:2 MORTAR

TRIM END OF SMALLER PIPE
WIlIi INSIDE OF LARGER PIPE.
|___CLASS II CONCRETE
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. PLACE STIFF MORTAR AROUND JOINT
. TO. FORM WATER TIGHT CONNECTION
2 @ \—-|/
PIPE_HANGER
NOTES:

I. MINIMUM INSIDE DIAMETER OF LARGER PIPE = 33"

2. MINIMUM RATIO OF SMALLER PIPE DIAMETER TO
LARGER PIPE DIAMETER = 0.45

REVISED

3. ONLY ONE FIELD CONNECTION PERMITTED IN A SINGLE
LENGTH OF LARGER PIPE. 1
" i DATE BY
4. SEE SECTION 6.4.5 OF THE "STORM DRAINAGE CRITERIA :
(IN THIS MANUAL) FOR DIRECTIVES IN USING THIS METHOD. i
PLATE !
CARROLL COUNTY, HARYL;!N?G )
DEFPARTMENT OF PUBLIC WOR. i
FIELD CONNECTION 105 }

DIRECTOR DATE





